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Hiddenbrooke

Chapter 1 Introduction

Hiddenbrookeis planned as a cohesive, high identity country club community made up of
individual neighborhood developments and custom homes. Through the use of a winding Arnold
Palmer Signature 1Bole golf course, entry statement, strong common facility architecture,
hardscape and landscape, and through refined architectural design of individual homes,
Hiddenbrookes intended to achieve a memorable identity and image.

These Design Guidelinewill assure that neighborhood builders, as well as custom home
builders andindividual homeowners, have the guidancecéory out this concept for home
construction and landscape installation, as well as, future improvements.

A Hiddenbrooke Architectural Review Committé@ARC) has been established to review and
approve developent plans and ensure that they comply with the goals of the overall project as
stated in this document. All development plans must also comply with setback and other
standards established fetiddenbrookeby the HARC and the City of Vallejo through the
Hiddenbrooke Specific Plan, as well as, all applicable building codes. Any variances from these
standards will be reviewed by th#ARC and approved or denied based on the goals of the
overall project.

In Chapter 7, at the end of this document, is an overview of the process for a
developethomebuilder to obtain Hiddenbrooke Architectural Review Committé&RC)
approval to build and/or landscape a homeliddenbrookePlease contact the Architectural
Review Committe to obtain the current procedures outline for all lots detailing application
procedures, timing, and fees. Only after review and acceptance bWHAREL can a
developer/homebuilder proceed to obtain required approvals and building permits from the City
of Vallejo.
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Chapter 2 Neighborhood Identity

Hiddenbrooke is currently organized into a variety of neighborhoods. Individual
neighborhoods are encouraged to be built with a unified theme or character. When points of
entry allow, the development of neighborhood gateway monuments to give each its own
identity is eouraged (subject to revidoy the HARC and the City o¥allejo).

Hiddenbrookemaintains flexibility in regards to specific development standards. Merchant
builders are encouraged to explore creative housing concepts and present those concepts to

theHARC and unit plan reviewprocess.
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Chapter 3 Goals

In order to achieve a memorable image and identityi@gdenbrookewe ask that you and your
architect adhere to the following architectural and landscape goals. We feel that gibeoathe
range of vocabulary available within these guidelines, along with suggested options, lot owners,
custom builders, as well as merchant home buildeits,have the guidance tearry out these
concepts.

God #l To ensure that the individual neighborhoods and homes enhance and complement
the overall community identity while expressing their own Fogiality
individuality.

God #2 To ensure a coherent hierarchy to the streetscdhieaddnbrooke.

God #3 To ensure that, where publicly visible, individual homes settle gracefully into their
sites.

God #4 Toensure that landscape, fencing, hardscapé other site design elements enhance

the oveall quality of the community and, where appropriate, ease transitions to
neighboring properties, the golf course, and adjacent open space.

God #5 To create individually identifiable neighborhoods within the ovetalbenbrooke
community.

God #6 To ensure excellence in architectural design.
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Chapter 4 Architectural Guidelines

A-1 General Architectural Character

In order to create a strong, memorable and appropriate architectural vocabhiiaigestbrooke,

a series of encouraged architectural styles has been established to guide merchant builders and
individual lot owners and their architects or designers. Thisbudagsy has its historical roota

the villas and villages of the inland French, and Italian Mediterranean regions of Provence and
Tuscany whose topography, vegetation and climate is very simildidttenbrookeand has a

strong historical precedence har¢heBay AreaandNapaValley.

While this vocabulary is clearly derived from traditional, historical precedent, highly differentiated
interpretations are also encouragedHaddenbrooketo create a community of individually
outstanding architecturalagements that, when viewed together, produce a pleasant environment.
Architectural expressions can range from the elantging stucco and stone compositions of the
contemporarysouthwest to the muted rose pastel and terra cotta of the coastal Meditertanea

the cascading gothic roof lines of grand English country homes, to the Craftsman style of the Bay
Area.

The following pages illustrate the recommended architectural character and styles the HARC
anticipates will be proposed Hiddenbrookekey details and building elements are illustrated to
provide some insight into td andadskrike€odoportiononcer n

Deviations from the recommended vocabulary (such as New England, Cape Cod, Georgian,
geodesic domegrefab, redwood or cedar log homes, Victorian, as well as other styles not
expressly illustrated here) are discouraged. Consulting with the HARC at the predesign conference
is highly recommended.



Craftsman / Bay Area Traditional

The sketch elevations below graphically describe the major characteristics of the vocabulary
of the Craftsman / Bay Area Traditional style.

Thiswasthedominantstylefor smallerhousesuilt throughoutthecountryfrom about 1905

until the early 1920s. The Craftsman style originated in Southern California (inspired
primarily by thework of two California brothersCharlesSumner Greene and Heriviather
Greenepndmostlandmarkexamplesareconcentratedhere.

Elevations typically consist of:

Low pitched, gable roof (occasionally hipped) with wide, unenclosed eave overhang
Roof rafters are usualgxposed

Decorative (false) beams braces are commonly added ungiles

Porches, either full or partial width, widroof supported by tapered square columns
Columns or pedestals frequently extend to ground level (without a bréedetel of
porchfloor).

To I o Po I

exposed rafter tails shingle (wood) siding
multi-paned windows ' stone exterior chimneys -

paired columns
sloped (battered) pedestals or walls



Craftsman / Bay Area Traditional
Additional Examples




Craftsman / Bay Area Traditional
Additional Examples
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Early California
(California Ranch/ Monterey/ Spanish Eclectic)

The sketch elevations below graphically describe the major characteristics of the vocabulary
of the California Ranch/ Monterey/ SpanishEclectic style house.Although threedistinct
stylestheyaretreatecasonein thischapteduetotheirmanysimilarities.

The California Ranch house was adopted from the early southern California adobes. Popularized
by CIiff May, it uses simple, single story forms, and is characterized by the use of thick stucco

walls and inspired by Spanish Colorpebtotypes.



The Monterey style house was also adopted from early California and Mexican Bukobas
adoptedwith "colonial” styledetailsin Monterey.

The Spanish Eclectic style is most common in the southwestern states, particularly in California
(notably Santa Barbara).

Although balconiesare more characterist of the Monterey style, the notion of a verandaor
loggia, and its use as an indoor/outdoor room, is a prime characterististglesll

Plans are typically single story in the Ranch style, two story in the Monterey style, and single and
two-story elevations in the Spanish Eclectic. All stylesraost adaptable to an informal type of
floorplan.
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Early California
(California Ranch /Monterey/ Spanish Eclectic)
Additional Examples
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Early California
(California Ranch /Monterey/ Spanish Eclectic)
Additional Examples
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Early California
(California Ranch/ Monterey/ Spanish Eclectic)
Additional Examples

. T Owverhanging beams shaped at ends; gutter
A " can be used as fascia rim. Openings

: protected by overhangs, roof pitch can be
2:12 over balconies or loggias,

Barrel tile roof 4:12 pitch. Double or riple
starter tiles; no fascia board or rake at gable
ends. Double tile rake flush with wall or
corbeled. Eaves flush with wall or exposed
beams-barrel tile ridge.




English Country

The sketch elevation below graphically describes the major characteristics of the vocabulary of the
English Country style house. This dominant style of dsilnebuilding was used for a large
proportion of early 20tttentury suburban houses through the country. The style is loosely based
on a variety of late medieval English prototypes, ranging from thatmied Tudor cottages to
grand manor houses.

Identifying features typically consist of:

A

A
A
A
A
A

Steeply pitched roofs, usually side gabled (less commioipiyed)

The facade is dominated by one or more prominent cross gables, usually steeply pitched
Decorative haltimbering present on margxamples

Tall, narrow windows usually in multiple groups and with mplineglazing

Massive chimneys, commonly crowned by decorative chinmetg

Extensive use of masonry tatades

ki




English Cun.ntry
Additional Details

| T
| gy

P
s,

Rl

(o

(1]
as

i

i

R

Lifridon e
Pt

Ll

|J'|||I-|

fpeeal

L

i



English Country
Additional Details

dormers and end gables are used in
varying combinations to provide
variety for

dormers and end gables are used in
varying combinations to provide variety
for the steeply pitched roofs




